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Elasticising liquid additive for mortars. 

 

DESCRIPTION  

 

Liquid additive to improve adhesion of cement mortars and mixtures. Liquid adhesive containing elastomeric resins, which are highly 

resistant to alkalis and cannot be re-emulsified in water. This emulsion forms a film that binds cement and sand and increases the 

elasticity of the mortar, increasing adherence to the substrate and mechanical resistance to wear. For indoor and outdoor use.For 

professional use. 

Cement-based mixtures:  

RESINTOW greatly improves adhesion to various substrates. Mortars are more adhesive, more resistant to abrasion, more 

impermeable to water and saline solutions, more elastic and more resistant to oils. 

Cement-based grouts:  

Cement-based grouts prepared with RESINTOW are used to protect reinforcement rods from corrosion and to improve their adhesion 

to the new casting. 

Cement-based adhesives; 

Resintow + Gueflex Modular Big or Plasistuc for gluing all types of tiles and large formats or reconstructed stones. 

 

MAIN PROPERTIES  

 

 

TECHNICAL DATA
Classification UNI 8681 Additive for cement-based mixtures, grouts and mortars, cement-based adhesives (A-2-

3-C-0-A-2-IB)

Film appearance EN 13300 n.a.

Thickness EN 13300 Class A, fine (< 100 μm)

Specific weight 1020 ± 50 g/l

pH 7-9

Type of binder Styrene Acrylic

Solid content 25 ± 2 %

Drying time Depending on the product to which it is added

VOC Not covered by Directive 2004/42/CE
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conditions of use are outside our control. It is recommended that the product is always checked as being suitable for the specific application. 

 

CHARACTERISTICS
Colour range White

Coverage See the data sheet for the product it has been added to

Coverage per pack See the data sheet for the product it has been added to

Dilution 400%

Diluted with Water

Overpaintable See the data sheet for the product it has been added to

 

APPLICATION  

Suitable Substrates: 

Depending on the suitability of the mortars and grouts to be used. 

Preparation of the Substrates: 

The substrates on which grout, mortar and “betoncino” cement-based plaster are to be applied must be sound, free of loose materials, 

dust, oils, release agents, paints, waxes, temperas, hydrated lime, water films and anything else that could hinder adhesion; it is 

important that they are slightly damp, especially in dry or hot periods. 

Application Procedure: 

Using a cement mixer or mixing machine, mix the package of RESINTOW as follows:  

grouts: Resintow 1 l; Water 1 l; PTL or Pz Cement 4 Kg; 

mortars for thicknesses up to 10 mm: Resintow 1 l; Water 2 l; PTL or Pz Cement 5 Kg; Sand 0-1mm 5 Kg; Sand 0-5mm 12 Kg; 

mortars for thicknesses over 10 mm: mortars for thicknesses up to 10 mm: Resintow 1 l; Water 3 l; PTL or Pz Cement 6 Kg; Sand 0-

1mm 8 Kg; Sand 0-5mm 8 Kg; 

To prepare grouts, mortars and “betoncino” cement-based plaster, first prepare the mixture of RESINTOW and water in the chosen 

proportions and use this as the mixing liquid. Grouts are prepared under slow mixing by adding the cement to the solution until the 

desired consistency is achieved and mixture is perfectly smooth without any lumps. As an additive to boost the mechanical and 

adhesion properties of traditional mortars, add 3-4% RESINTOW to the powder mixture. When used as a mixing liquid for Glueflex 

Modular Big, RESINTOW is recommended for the coating of swimming pools, outdoor coatings, ceramics coatings, coating for sewers 

and water containers. Remember to apply a layer of adhesive on the back of the tile as well; this ensures perfect contact and eliminates 

any voids. 

Type of Equipment: 

cement mixer, whisk mixer 

Ambient Conditions: 

min +5°C max +40°C max RH 80% 

 

STORAGE  

Packaging: 

1 l - 5 l - 25 l 

Duration and conservation: 

1 year when stored in undamaged packages at between 5 and 30°C; cannot endure frost and direct sunlight 

Dispose of in accordance with local regulations. 

For information on possible hazards, refer to the safety data sheet 

 

TECHNOLOGIES/CERTIFICATIONS  
 

                       


